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WE
THINK
OUTSIDE
THE
BOX

FOR OVER 25 YEARS, WE’VE BEEN DESIGNING AND BUILDING 

HUNDREDS OF CUSTOM CHILLERS FOR MANY APPLICATIONS. 

Whether it’s a simple relocation of the chiller utility connections 

for a complex build out, or ground level designs and engineering, 

we are eager to meet the challenge. 

Our team of engineers are ready to discuss and design the solution 

for your application, whatever it may be.

CUSTOMIZED FOR YOUR UNIQUE BUSINESS NEEDS

WATCH HOW WE BUILD AT  
gdchillers.com/applications/wineries/ 
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ACCESSORIES
PRODUCTS

We engineer the finest quality chilling systems in the USA.   

PRE-INSULATED SCHEDULE 
80 PVC PIPE

GLYCOL CIRCUITED FAN COILS

BELIMO VALVES INHIBITED PROPYLENE GLYCOL

HOSE & BRASS QUICK 
DISCONNECTS

GF COOL-FIT® PIPING SYSTEM

ASCO RED HAT VALVES

DIGITAL TEMPERATURE 
CONTROLLERS

REFRACTOMETER

- The most economical solution to your 
 pre-insulated glycol piping needs

- Polyurethane foam insulation

- Rigid outer shell

- Industrial design

- Used for walk-in/cold room applications

- Optional stainless steel housing and
 ElectroFin® coated coils  

- All stainless steel valve body

- Industry leader in actuating valves

- Spring return slow closing valve to 
 avoid water hammering

- Positive shut off

- Available in containers of 5 or 55 gallons

- 97% concentrated with rust inhibitors

- Non-toxic food grade

- Heavy duty braided rubber hose

- Non-corrosive brass male & female
 quick disconnects

- ABS carrier pipe engineered specifically
 for chilled water/glycol applications

- Polyurethane foam insulation

- Pre-insulated joints and rigid outer shell 

- Industry standard in the winery and
 brewery industry for over 20 years 

- Full brass body for years of 
 corrosion-free use

- Zero PSI pressure differential

- Easy to read digital display

- Simple to use arrow up/down control

- Available in multiple control voltages

- Optional networking capabilities

- Light & compact

- Measures glycol to water percentage
 quickly and accurately

 brewery industry for over 20 years 

 corrosion-free use

DIGITAL TEMPERATURE 
CONTROLLERS

- Easy to read digital display

- Simple to use arrow up/down control

- Available in multiple control voltages

- Light & compact

- Measures glycol to water percentage
 quickly and accurately
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G&D has been instrumental in the design and implementation of our constantly 

changing chiller system. Not only are their products top quality, but they are 

always available to answer any questions we might have, day or night. We 

would not have been able to build our winery without G&D.

COMMITTED TO QUALITY

“

”

– JEFF BRINKMAN  RHYS Vinyards

1.800.555.0973    GDCHILLERS.COM 19



ELECTRICAL 
CONTROL 
PANEL

COMPRESSOR A HEAT EXCHANGER GLYCOL FILL

GLYCOL
RESERVOIR

COMPRESSOR B PROCESS PUMP CHILLER PUMP

CHILLER LAYOUT
PRODUCTS

20

KEY COMPONENTS



COMMITTED TO COLD
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 1 Multiple compressors     All units available with remote air-cooled or water-cooled condenser     All capacities at 90°F ambient

MODEL DIMENSIONS 
(WxLxH) RLA RLA RLA 20˚FMCA MCA MCA 30˚FMOC MOC MOC 40˚F

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60 LEAVING FLUID TEMP

GD-1.5H

GD-3H

GD-5H

GD-7H

GD-10H

GD-13.5H

GD-5X5H 1

GD-7X7H 1

GD-20H 1

GD-27H 1

30” x 30” x 30”

32” x 48” x 35” 

34” x 61” x 49”

34” x 61” x 49”

48” x 73” x 57”

48” x 73” x 57”

48” x 84” x 62”

48” x 84” x 62”

48” x 120” x 81”

48” x 120” x 81”

12

30

60

60

110

110

115

115

230

230

0.5

0.75

1.5

1.5

2

2

1.5

2

5

5

20

25

40

40

65

65

40

65

150

150

450

810

1450

1450

2320

2370

2470

2520

4810

4900

1”

1”

1”

1”

1.5”

1.5”

1.5”

1.5”

2”

2”

16

27

48

85

14

18

33

41

49

59

57

68

101

122

8

14

16

25

30

26

30

52

62

 8,460 

 17,213 

 32,717 

 41,395 

 64,218 

 77,911 

 65,434 

 82,790 

 128,436 

 155,822 
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30

56

95

16

21

38

47

58

70

62

75

110

133

10

17

19

29

40

29

33

55

68

 10,200 

 21,436 

 40,850 

 51,046 

 79,372 

 95,082 

 81,700 

 102,092 

 158,744 

 190,164 

29

51

90

127

24

32

58

74

92

115

82

101

145

178

15

26

30

46

60

38

44

72

91

 12,400 

 26,098 

 49,965 

 61,824 

 96,495 

 114,193 

 99,930 

 123,648 

 192,990 

 228,386 

STANDARD CHILLER SPECIFICATIONS ELECTRICAL DATA BTUH

MODEL DIMENSIONS 
(WxLxH) RLA RLA RLA 20˚FMCA MCA MCA 30˚FMOC MOC MOC 40˚F

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60 LEAVING FLUID TEMP

GD-30H-2C 1

GD-35H-1C

GD-50H-2C 1

GD-70H-2C 1

GD-100H-2C 1

GD-150H-3C 1

GD-200H-4C 1

45” x 161” x 102”

45” x 161” x 102”

45” x 215” x 102”

91” x 113” x 102”

91” x 167” x 102”

91” x 274” x 122”

91” x 328” x 122”

500

500

500

600

900

1000

2000

5

5

7.5

7.5

7.5

10

15

150

150

230

230

230

340

470

8750

8600

9740

10500

13500

18500

30500

3”

3”

3”

3”

3”

4”

6”

182

150

210

285

446

91

75

104

142

222

331

444

214,000 

215,000 

284,000 

430,000 

616,000 

927,000 

1,236,000 

200

180

231

315

494

100

90

115

157

246

355

468

268,000 

272,000 

360,000 

544,000 

778,000 

1,176,000 

1,568,000 

278

300

316

435

686

139

150

157

217

342

451

564

332,000  

339,000 

450,000 

678,000 

972,000 

1,467,000 

1,956,000 

VERTICAL AIR CHILLER SPECIFICATIONS ELECTRICAL DATA BTUH

MODEL DIMENSIONS 
(WxLxH) RLA RLA RLA 20˚FMCA MCA MCA 30˚FMOC MOC MOC 40˚F

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60 LEAVING FLUID TEMP

GD-10H-MS

GD-13.5H-MS

GD-20H-MS 1

GD-27H-MS 1

48” x 108” x 73”

48” x 108” x 73”

48” x 120” x 81”

48” x 120” x 81”

230

230

500

500

5

5

7.5

7.5

150

150

230

230

3350

3400

7850

7950

2”

2”

3”

3”

59

69

106

127

30

35

53

65

64,218 

77,911 

128,436 

155,822 

68

80

115

138

34

41

58

70

79,372 

95,082 

158,744 

190,164 

102

125

150

183

51

64

75

93

96,495 

114,193 

192,990 

228,386 

MODULAR CHILLER SPECIFICATIONS ELECTRICAL DATA BTUH



MODEL DIMENSIONS 
(WxLxH) RLA RLA RLAMCA MCA MCAMOC MOC MOC 20˚F 30˚F 40˚F

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60 LEAVING FLUID TEMP

CH-3

CH-5

CH-7

32” x 48” x 40” 

34” x 61” x 54”

34” x 61” x 54”

30

50

50

0.75

1.5

1.5

25

40

40

980

1450

1450

0.75” QD x 4

0.75” QD x 5

0.75” QD x 5

27

48

18

33

41

8

14

16

17,213  	

32,717 

41,395 

21,436  	

40,850 

51,046 

26,098  

49,965 

61,824 

30

56

21

38

47

10

17

19

51

90

32

58

74

15

26

30

PORTABLE CHILLER SPECIFICATIONS ELECTRICAL DATA BTUH

MODEL DIMENSIONS 
(WxLxH) RLA RLA RLAMCA MCA MCAMOC MOC MOC

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

MAX 
OPERATING 
TEMP (˚F)

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60
HEATING

GD-6

GD-10.5

GD-12.5

GD-21

GD-25

GD-200K 2

GD-400K 2

Designed for ultra-low temp applications ranging from 7.5HP – 180HP     |     Contact us for more details

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

48” x 84” x 62”

48” x 84” x 62”

30

30

30

30

30

115

115

0.75

0.75

0.75

1.5

1.5

5

5

25

25

25

40

40

150

150

780

780

780

780

780

1500

1500

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

1.5”

1.5”

125	

125	

125	

125	

125	

150	

150	

29 21

28

38

15

15

9

15

17

29

33

8

8

20,500 

35,800 

42,700 

71,600 

85,300 

200,000 

400,000 

30 27

30

45

18

18

11

18

22

36

42

9

9

40 30

35

45

30

30

15

20

25

40

45

15

15

STANDARD HEATER SPECIFICATIONS

LSX SERIES

ELECTRICAL DATA BTUH

MODEL DIMENSIONS 
(WxLxH) RLA RLA RLAMCA MCA MCAMOC MOC MOC

TANK 
VOLUME 
(gallons)

PROCESS 
PUMP 
(HP)

GPM @ 
25 PSI

OPERATING
WEIGHT 
(approx lbs)

CONN-
ECTION 
SIZE

208-240 / 1 / 60 208-240 / 3 / 60 460 / 3 / 60
HEATING COOLING 

@ 30˚F

CH-3/6

CH-3/10.5

CH-3/12.5

CH-3/21

CH-3/25

CH-5/8.5

CH-5/10.5

CH-7/12.5

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

32” x 48” x 40”

34” x 61” x 54”

34” x 61” x 54”

34” x 61” x 54”

30

30

30

30

30

50

50

50

0.75

0.75

0.75

1.5

1.5

1.5

1.5

1.5

25

25

25

40

40

40

40

40

990

990

990

990

990

1450

1450

1450

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

0.75” QD x 4

0.75” QD x 5

0.75” QD x 5

0.75” QD x 5

29

48

21

28

38

28

30

41

9

15

17

29

33

14

16

18

20,500 

35,800 

42,700 

71,600 

85,300 

29,000 

35,800 

42,700 

21,436 	

21,436 	

21,436 	

21,436 	

21,436 	

40,850 	

40,850 

51,046 	

30

59

27

30

45

33

37

52

11

18

22

36

42

17

20

23

40

60

30

35

45

40

45

60

15

20

25

40

45

20

25

25

STANDARD FIRE AND ICE SPECIFICATIONS ELECTRICAL DATA BTUH

1.800.555.0973    GDCHILLERS.COM2 Stationary gas heater, available in LP or NG      All capacities at 90°F ambient




